FTCAP IS NOW MERSEN

merseN

Data Sheet FTCAP

FISCHER & TAUSCHE

. CAPACITORS
preliminary
type: SZ10155035054 doc. ID:~
part no.: 1033467 RoHS Compliant
Eh | diameter (J D) 35 mm pin configuration
length (L) : 54 mm
mounting : M18 x 1,5 [-] cround Cap 2
Cap1l n.c.
| attention:
E terminals : solder lugs cup potential not defined

Electrical Parameters
rated capacitance ( Cr)
@ 100 Hz / 20 °C 100 100 WP
tolerance 20 %
rated voltage (Ur) 550 V
surge voltage ( Us) 600 V
max.5x1min/h
reverse voltage ( Uu ) 2V
max.1s
leakage current (1)
@ Ur/5min/20°C 330 330 HA
ESR typ.
@ 100 Hz / 20°C 1592 | 1592 mQ
Tan d typ. 10 10 %
@ 100 Hz / 20°C
Z max.
@ 10 Kbz / 20°C 1.273 | 1.273 mQ
ESL typ. 20 nH
rated ripple current (Ir)
@ 100 Hz / 85 °C 0.5 05 A
useful life
@ Igr, Ug, 85 °C 2.500 h
IEC climatic category / standards 40/085/56 IEC 60384-4
applications valve amplifier, replacement
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